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SYSTEM DESCRIPTION

FB6 BULLET-RESISTANT NON-THERMALLY BROKEN SOLID STEEL DOOR
This technical data sheet concerns a bullet-resistant solid steel door whose construction complies with current
European standards. This window is custom-made, with numerous design options and a powder-coated finish. It is therefore
suitable for the needs of various sectors.

PROFILE

•	 Non-thermally broken steel profile 
•	 Construction depth: 75 mm + 8 mm steel reinforcement
•	 Visible width door frame + door leaf frame of 144 mm

CONFIGURATIONS



2/3ERIBEL NV | AMBACHTSWEG 8, BUS 1, 2310 RIJKEVORSEL | +32 (0) 3 314 70 23 | INFO@ERIBEL.COM | WWW.ERIBEL.COM | BTW BE 0401.077.182 | RPR ANTWERPEN, AFDELING TURNHOUT 
TF_SEC_RPT-HD-FB6_NTO_ENG - 18/11/2025

SecuriTeq

EQUIPMENT

BASE

HARDWARE 

•	 Lever handle or fixed door knob on each side, with or without armored hardware
•	 Hardware for emergency exit door (EN 179)
•	 Hardwarde for panic exit door (EN 1125): panic bar or push bar
•	 Hardware of minimum Class 2 (digit 7) according to EN 1906

LOCKING 

•	 Number of security bolts: 3 per leaf

•	 Mechanical locking (standard): 
	 - Multi-point lock on the active lead or leading leaf 
	 - Lock of minimum Class 3 (digit 7) and Class 3 (digit 9) according to EN 15685 
	 - Manual or semi-automatic flush bolt on the passive leaf or fixed leaf  

•	 Electrical locking and/or unlocking (access control) 
	 - Electromechanical lock of minimum Class 3 (digit 7) and Class 2 (digit 9) according to EN 14846 
	 - The flush bolt can also be motorized. 

•	 Emergency exit door (EN 179) or panic door (AP) (EN 1522): 
	 - Adapted hardware complying with at least one of these two standards: lever handle (EN 179), AP bar or push bar (EN 1152) 
	 - AP lock function B or E, mechanical or electromechanical, also compliant with EN 15685 or EN 14846 norms 
	 - Flush bolt on the passive leaf: AP flush bolt activated by the lock on the active leaf or by the AP hardware on the passive leaf. The AP 
hardware on the passive leaf also unlock the lock on the active leaf

•	 Cylinder: Security cilinder of minimum Class 4 (digit 7) and Class 1 (digit 8) according to EN 1303

OPTIONS 

•	 Door closer on one or both leaves, with closing sequence selector
•	 Drop seal
•	 Magnetic contact

DIMENSIONS/WEIGHT MIN/MAX

•	 In single configuration: 
	 - Minimum: on request
	 - Maximum: W 1400 x H 3000 mm

•	 In double configuration: 
	 - Minimum: on request 
	 - Maximum: W 2800 x H 3000 mm

FINISHING

Qualisteelcoat class 4 powder coating in standard RAL color chart

FILLING

•	 Glazing
	 - Single or double burglar-resistant glazing class BR6 according to EN 1063
	 - Clip-in glazing beads
	 - Installation glass with an EPDM rubber seal 
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SPECIFICATIONS

PERFORMANCE RATINGS

Bullet Resistance Class FB6 according to EN 1522

OTHER PRODUCT TYPES WITHIN SECURITEQCERTIFICATION


